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Single source supply

Accessories

The QINEO® STEP offers the best conditions for application in a rough workshop 
environment. Each component is made of high-quality materials and tested to 
ensure a long service-life and high efficiency.

User friendly remote control 

The CLOOS operating module can also 
be supplied with a remote control, 
which is very user friendly – especially 
when manually welding components 
which are difficult to access.

Spare parts in stock

All QINEO® welding power sources can 
be supplied with wheels or feet.  Wire 
coils, filters and housing elements are 
also part of the range of accessories 
supplied.

Connection cables in different lengths 

CLOOS supplies high-quality connec-
tion cables for working ranges from 1 to 
15 meters and protective hoses with a 
length of up to 40 meters. The corrugat-
ed pipe and the protective hoses can be 
supplied as gas or water-cooled models, 
according to requirement.

Wide range of welding torches

The CLOOS welding torches are as 
versatile as the welding power sources. 
We produce gas and water-cooled weld-
ing torches for each capacity class and 
every requirement of manual welding

Integrated wire drive unit 

The integrated wire drive unit was part 
of the product design from the start. 
The result is a very compact design. In 
addition there are 4 cooling options for 
the wire drive unit: standard gas-cooled, 
metal gas-cooled, standard water-
cooled and metal water-cooled. The 
wire is evenly fed by a motor with little 
abrasion. 

Only QINEO® offers built-in quality

The state-of-the-art individual production of QINEO® welding power sources from 
modules sets a new standard for the whole industry. The matching components 
guarantee an economical production, very short delivery times and best quality. 
Every QINEO® welding power source is of a piece. And every detail serves only one 
end: to achieve optimal welding results.

Production

External wire drive unit 
QINEO® WIRE DRIVE

This external wire drive for manual 
welding gives you the choice. The 
mobile alternative with the robust steel 
meets extreme requirements while 
the lighter portable wire drive ensures 
highest mobility. Both versions of the 
QINEO® wire drive unit allow a quick 
change of the wire coil and easy feed of 
the welding wire.
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Welding machines 

Weld current 40 A - 180 A 40 A - 250 A 40 A - 300 A

Weld current at 40 % duty cycle 180 A / 23 V 250 A / 26,5 V 300 A / 29 V

Weld current at 100 % duty cycle 110 A / 19,5 V 155 A / 22 V 190 A / 23,5 V

Open circuit voltage 18 V - 36 V 16 V - 34 V 17 V - 37 V

Mains voltage 400 V / 50 Hz / 3-phase 400 V / 50 Hz / 3-phase 400 V / 50 Hz / 3-phase

Special voltages optional optional optional

Switch steps 6 (9) 12 12

Connection cable 5 x 1,5 mm2 4 x 2,5 mm2 4 x 2,5 mm2

Mains protection 16 A 16 A 25 A

Type of protection IP 23 IP 23 IP 23

Insulation class F F F

Type of cooling F F F

Dimensions L/W/H 

(without wire drive unit) 

1011 x 517 x 703 mm 1011 x 517 x 703 mm 1011 x 517 x 703 mm

Weight 

(without wire drive unit) 

102 kg 112 kg 129 kg

Operating modes 2-cycle/4-cycle/external start

Weld current 40 A - 350 A 40 A - 450 A 40 A - 600 A

Weld current at 60 % duty cycle 350 A / 31,5 V 450 A / 36,5 V 600 A / 44 V

Weld current at 100 % duty cycle 270 A / 27,5 V 350 A / 31,5 V 465 A / 37,5 V

Open circuit voltage 16 V - 40 V 19 V - 46 V 17 V - 54 V

Mains voltage 400 V / 50 Hz / 3-phase 400 V / 50 Hz / 3-phase 400 V / 50 Hz / 3-phase

Special voltages optional optional optional

Switch steps 2 x 10 3 x 10 4 x 10

Connection cable 4 x 4 mm2 4 x 6 mm2 4 x 10 mm2

Mains protection 25 A 32 A 50 A

Type of protection IP 23 IP 23 IP 23

Insulation class F F F

Type of cooling F F F

Dimensions L/W/H  

(without wire drive unit) 

1226 x 630 x 741 mm 1226 x 630 x 741 mm 1226 x 630 x 741 mm

Weight 

(without wire drive unit)

189 kg 226 kg 280 kg

Dimensions L/W/H 

Compact machine

1226 x 630 x 942 mm  1226 x 630 x 942 mm 1226 x 630 x 942 mm

Weight compact machine 201 kg 238 kg 292 kg

Maximum track width approx. 552 mm approx. 552 mm approx. 552 mm

Operating modes 2-cycle/4-cycle/external start

QINEO® 

STEP 180

QINEO® 

STEP 350

QINEO® 

STEP 250

QINEO® 

STEP 450

QINEO® 

STEP 300

QINEO® 

STEP 600

Technical Data Service

Always at your service

Our Service-Hotline is free of charge and 
in the case of emergencies is available for 
you even after offi ce hours. We can offer 
a 24-hour service without additional 
costs. Even in the case of welding 
machines, operating modules and 
accessories which have been in use for 
more than 20 years we have the expertise 
to answer all your questions.

Service-Hotline
 +49 (0) 27 73 85-132

Active worldwide

There are more than 40 sales and service centres in our worldwide CLOOS organisa-
tion, which are at your disposal for sales and service. In addition, our experienced 
service team in Haiger can be called at any time for any technical problems. In this 
way we can ensure effective help on site if breakdowns occur.

Long service life guaranteed

With maintenance and inspection at 
regular intervals the technical availabil-
ity of a CLOOS system is nearly 100 %. 
But if faults do occur, we can minimise 
downtime by means of a quick repair. 
This is ensured by well-equipped spare 
parts stores and a computer-controlled 
logistic system

Additional information regarding 
QIROX® the system for automatic welding 
and cutting can be obtained at 
www.qirox.de



www.qineo.de

Carl Cloos Schweisstechnik GmbH 

Industriestrasse 

D-35708 Haiger, Germany

Phone	 +49 (0)2773 85-0 

Fax	 +49 (0)2773 85-275 

E-mail	 info@cloos.de 

Manual welding made easy

QINEO® STEP
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